


BK ARMATUREN
Wir regeln das für Sie

  Absperrklappen

Special valves

BKLL with hand lever, engaged  
BKLL with Gearbox
BKLL with actuator
BKLL with actuator MVEN
BKLL with electric drive

BKMF with hand lever, engaged  
BKMF with Gearbox
BKMF with actuator
BKMF with actuator MVEN
BKMF with electric drive

BKRI with hand lever, engaged                                                    
BKRI with Gearbox
BKRI with actuator
BKRI with actuator MVEN
BKRI with electric drive

BKRK Flange return valve
BKRF Rotary feeder with e-drive
BKRF Rotary feeder with actuator MVEN

BKCO with hand lever

Bautterfly valve 
with seal BKLL

Monoflange
butterfly valve 
BKMF

Butterfly valve
sandwich design 
BKRI

Special valves

Container valve 
BKCO
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Drosselklappen

Ball valves

BKLL with hand lever, engaged  
BKLL with Gearbox
BKLL with actuator
BKLL with actuator MVEN
BKLL with electric drive

BKS with hand lever, engaged  
BKS with Gearbox 
BKS with actuator
BKS with actuator MVEN
BKS with electric drive

BKKH with Gearbox
BKKH with actuator
BKKH with actuator MVEN
with electric drive

BKL with hand lever, engaged  
BKL with Gearbox
BKL with actuator
BKL with actuator MVEN
BKL with electric drive

BKLK with hand lever, engaged  line 1 and 2
BKLK with Gearbox line 1 and 2
BKLK with actuator line1 and 2
BKLK with actuator MVEN line1 and 2
BKLK with electric drive line1 and 2

BKKH with hand lever
BKKH with Gearbox
BKKH with actuator
BKKH with actuator MVEN
BKKH with electric drive

Control valve
without sealing
BKLL

Control valve
BKS

Ball valve
BKKH comoact

Control valve
BKL

Control valve
BKLK

Ball valve
BKKH
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Butterfly Valves Throttle Valves
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Sofern Klappen für Regelzwecke verwendet werden, 
sollte ihre Größe nicht entsprechend der Rohrleitungs-
nennweite gewählt sondern auf Grund der Betriebsver-
hältnisse bestimmt werden. Dadurch lässt sich ein gutes 
Regelverhalten erreichen.
BK Klappen haben eine nahezu gleichprozentige Kenn-
linie über ca. 600 Öffnungswinkel.
Bei der Größenbestimmung einer Regelklappe sollte nur 
dieser Öffnungswinkel berücksichtigt werden.
Zur Ermittlung der Nennweite wird zunächst der K-Wert 
nach den folgenden Formeln berechnet:

Bestimmungen der Klappennennweiten

DN F 90° 80° 75° 70° 60° 50° 40° 30° 25°
40/50 19,6 111 89 76 59 45 23 14 7 5

65 33,2 170 136 111 89 70 35 22 12 8
80 50,3 256 205 175 136 106 53 32 18 12

100 78,5 470 405 341 260 200 102 62 35 23
125 123 961 854 709 534 418 213 132 75 51
150 177 1666 1410 1153 880 683 350 213 123 83
200 314 2777 2329 1880 1495 1111 598 358 213 145
250 491 4273 3675 3076 2350 1837 982 572 333 222
300 707 6410 5170 4273 3461 2649 1367 854 470 324
350 962 8547 6923 5726 4358 3504 1880 1111 641 427
400 1257 10683 9230 7692 5555 4358 2264 1452 769 555
450 1590 14957 11965 10256 7863 6068 3162 1965 1068 769
500 1963 18803 14957 12820 9829 7435 3931 2393 1367 961
600 2827 23931 20512 17521 14102 10042 5213 3247 1880 1282

Es bedeuten:
kv  =  Durchflusskoeffizient
Q  =  max. Durchflussmenge in m3/h 
γ  =  spez. Gewicht in kg/dm3

F  =  Rohrleitungs-Querschnitt in cm2 
Δp =  Druckabfall in bar
VN =  max. Durchflussmenge in Nm3/h
G  =  spez. Gewicht in kg/Nm3

T  =  abs. Temperatur in °K
P1  =  abs. Druck vor der Klappe in bar
P2 =  abs. Druck hinter der Klappe in bar

Um Lärm, Vibration und Kavitation zu vermeiden, sollten die folgenden Strömungsgeschwindigkeiten nicht 
überschritten werden.

a) für Flüssigkeiten: 4,5 m/sec. 
b) für Gase:   100 m/sec.

Die Kontrolle dieser Geschwindigkeiten wird vorgenommen nach den Formeln:
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Seals
Material Media Characteristics Temperature
NBR (Perbunan)
black

alcohol, butane, diesel-oil, grease, 
gas, glycol, air, petroleum, water

gas tight, ozone resistant, we-
ather proof

-20 up to +100°C

NBR (Perbunan) 
white

alcohol, butane, diesel-oil, grease, 
gas, glycol, air, petroleum, water

gas tight, food, ozone resistant, 
weather proof, with food regist-
ration (FDA approval)

-20 up to +100°C

AU Vulkollan dry solids, e.g. glass, mineral lime, 
glass-sand, sand, soda cement

high abrasion-resistant -20 up to +80°C

EPDM alkaline solution, alcohol, chlorine, 
ester, glycol, ketone, lye, sodium,o-
zone,phosphate, acid, soda

age resistant,ozone resistant, 
weather proff

- 30 up to + 120° C

CSM Hypalon lye, ozone,acid, other chemicals ozone resistant, weather proof -20 up to+ 120°C
FPM Viton petrol, gas, fuel, lye, solvent, oil, 

acid, other chemicals
gas tight,temperature resistant, 
weather proof

 20 up to + 200° C

MVQ Silicone hot media: gas, air, oil adhesive repellent, temperature 
resistant, weather proof

-40 up to + 180°C 

MVQ-HT Silicone hot media: gas, air, oil adhesive repellent, temperature 
resistant, weather proof

-40 up to + 230°C 
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Regulations of the damper sizes
 
If dampers are used for control purposes, their size
should not correspond to the pipe size chosen but on 
the basis of the operating conditions to be determined.
This makes a good control behavior achievable. 
BK valves have an almost equal percentage character-
istic over approx. 600 opening angles. When determining 
the size of a BK control valve, only this opening angle
must be taken into account. To determine the nominal
size, the K value is first used calculated according to the
following formulas:

It means:
kv = flow coefficient
Q  = max. flow rate in m³ / h
γ  = spec. weight in kg/dm³
F = pipe cross-section in cm²
∆p = pressure drop in bar
VN = max. flow rate in Nm³ / h
G = spec. weight in kg / Nm³
T = Temperature in ° K
P1 = Pressure in front of the flap in bar
P2 = Pressure in behind of the flap in bar

a) for liquids kv = Q · b) for gases kv =
γ

∆p
G · T

∆p · P2

VN

514

To avoid noise, vibration and cavitation, the following flow velocities should not be passed:

a) for liquids: 4,5 m/sec.
b) for gases: 100 m/sec.

The control of these speeds is carried out according to the formulas:

a) for liquids C =     in m/sec. b) for gases C =         in m/sec.
Q

F · 0,36

VN · T

F · P1 · 98,28
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Butterfly valve sandwich design Type BKRI 
with hand lever, engagedwith hand lever, engaged

DN Gr. A C D e H I L P
50 1 178 108 105 93 35 77 220 255
65 1 201 121 125 93 35 77 220 278
80 1 224 134 140 93 35 77 220 301
100 1 237 137 160 93 35 77 220 314
125 1 289 169 190 93 41 77 220 366
150 1 318 175 215 93 41 77 220 395
200 1 385 215 270 93 51 77 220 462
250 2 453 255 325 93 66 84 280 537
300 2 505 285 370 93 66 84 280 589
350 2 575 325 430 93 66 84 280 659
400 3 628 350 485 120 66 84 340 712
500 3 715 390 590 120 75 84 340 799

 Flange connection according to PN 10/16 bore hole or thread,      
     other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly valve sandwich design Typ BKRI 
with gearbox

DN Gr. A B C D E F G H I J K
50 1 178 97 108 105 125 107 46 35 55 39 96

65 1 201 97 121 125 125 107 46 35 55 39 96
80 1 224 97 134 140 125 107 46 35 55 39 96

100 1 237 97 137 160 125 107 46 35 55 39 96
125 1 289 97 169 190 125 107 46 41 55 39 96
150 2 318 127 175 215 200 132 56 41 60 47 122
200 2 385 127 215 270 200 132 56 51 60 47 122
250 3 453 152 255 325 200 150 62 66 60 60 137
300 3 505 152 285 370 200 150 62 66 60 60 137
350 3 575 171 325 430 200 150 62 66 60 60 137
400 3 628 171 350 485 200 150 62 66 60 60 137
500 4 715 171 390 590 315 190 79 75 69 76 175

 Flange connection according to PN 10/16 bore hole or thread,      
     other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly valve sandwich design Typ BKRI 
with actuator

DN UB A C D H K N O P R
50 15 178 108 105 35 48 33 102 280 166
65 15 201 121 125 35 48 33 102 303 166
80 15 224 134 140 35 48 33 102 326 166

100 17 237 137 160 35 47 33 102 339 196
125 20 289 169 190 41 53 41 118 407 177
150 25 318 175 215 41 53 41 118 436 239
200 30 385 215 270 51 63 51 137 522 229
250 40 453 255 325 66 65 65 175 628 291
300 45 505 285 370 66 75 73 187 692 347
350 50 575 325 430 66 91 90 224 799 363
400 55 628 350 485 66 91 90 224 852 420
500 60 715 390 590 75 119 116 295 1010 444

 Flange connection according to PN 10/16 bore hole or thread,      
     other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly valve sandwich design Typ BKRI 
with actuator UB*

DN UB MVEN A C D H K N O P R
50 15 178 108 105 35 73 33 224 402 165
65 15 201 121 125 35 73 33 224 425 165
80 15 224 134 140 35 73 33 224 448 165

100 17 237 137 160 35 73 33 224 461 196
125 20 289 169 190 41 78 40 241 530 177
150 25 318 175 215 41 78 40 241 559 239
200 30 385 215 270 51 88 51 260 645 228
250 40 453 255 325 66 98 65 309 762 401
300 45 505 285 370 66 103 73 321 826 351
350 50 575 325 430 66 119 91 360 935 361
400 55 628 350 485 66 119 91 361 989 418
500 60 715 390 590 75 144 116 418 1133 444

*Option: Magnetic valve with limit switch
 Flange connection according to PN 10/16 bore hole or thread,      

     other flange connections upon request
 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly valve sandwich design Type BKRI 
mit electric drive

DN AE A B C D E H O P
50 30 178 160 108 105 143 35 127 305
65 30 201 160 121 125 143 35 127 328
80 50 224 160 134 140 143 35 127 351

100 50 237 160 137 160 143 35 127 364
125 100 289 197 169 190 148 41 158 447
150 100 318 197 175 215 148 41 158 476
200 200 385 255 215 270 187 51 196 581
250 200 453 255 255 325 187 66 196 649
300 400 505 255 285 370 187 66 196 701
350 400 575 255 325 430 187 66 196 771
400 600 628 255 350 485 187 66 196 824
500 600 715 255 390 590 187 75 196 911

 Flange connection according to PN 10/16 bore hole or thread,      
     other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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 Flange connection according to PN 10/16 bore hole or thread, 
 other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight..

Monoflange Butterfly Valve Type BKMF
with hand lever, engagedwith hand lever, engaged

DN/Li Gr. C d D e H I L Lk P Z
50 1 135 18 165 93 35 77 220 125 295 4
65 1 130 18 185 93 35 77 220 145 300 4
80 1 135 18 200 93 35 77 220 160 312 4
100 1 140 18 220 93 35 77 220 180 327 8
125 1 165 18 250 93 41 77 220 210 367 8
150 1 175 22 285 93 41 77 220 240 395 8
200 1 220 22 340 93 51 77 220 295 467 8
250 2 255 22 395 93 66 84 280 350 537 12
300 2 285 22 445 93 66 84 280 400 592 12
350 2 325 22 505 93 66 84 280 460 662 16
400 3 340 26 570 120 66 84 340 515 709 16
500 3 380 26 670 120 75 84 340 620 799 20

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Monoflange Butterfly Valve Type BKMF
with gearbox

DN/Li Gr. B C d D E F G H I J K Lk P Z
50 1 97 135 18 165 125 107 46 35 55 39 96 125 308 4
65 1 97 130 18 185 125 107 46 35 55 39 96 145 313 4
80 1 97 135 18 200 125 107 46 35 55 39 96 160 325 4

100 1 97 140 18 220 125 107 46 35 55 39 96 180 340 8
125 1 97 165 18 250 125 107 46 41 55 39 96 210 380 8
150 2 127 175 22 285 200 132 56 41 60 47 122 240 448 8
200 2 127 220 22 340 200 132 56 51 60 47 122 295 520 8
250 3 152 255 22 395 200 150 62 66 60 60 137 350 583 12
300 3 152 285 22 445 200 150 62 66 60 60 137 400 638 12
350 3 171 325 22 505 200 150 62 66 60 60 137 460 708 16
400 3 171 340 26 570 200 150 62 66 60 60 137 515 755 16
500 4 171 380 26 670 315 190 79 75 69 76 175 620 907 20

 Flange connection according to PN 10/16 bore hole or thread, 
 other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight..

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Monoflange Butterfly Valve Type BKMF 
with actuator

DN/Li UB A C d D F H K Lk N O P R SW Z
50 15 218 135 18 165 5 35 48 125 33 102 320 166 14 4
65 15 223 130 18 185 5 35 48 145 33 102 325 166 14 4
80 15 235 135 18 200 5 35 48 160 33 102 337 166 14 4
100 17 250 140 18 220 5 35 47 180 33 102 352 196 14 8
125 20 295 165 18 250 7 41 53 210 41 118 413 177 17 8
150 25 270 175 22 285 7 41 53 240 41 118 388 239 17 8
200 30 334 220 22 340 7 51 63 295 51 137 471 229 17 8
250 40 453 255 22 395 10 66 65 350 65 175 628 291 22 12
300 45 508 285 22 445 10 66 75 400 73 187 695 347 22 12
350 50 513 325 22 505 12 66 91 460 90 224 737 363 27 16
400 55 625 350 26 570 12 66 91 515 90 224 849 420 27 16
500 60 715 380 26 670 14 75 119 565 116 295 1010 444 36 20

 Flange connection according to PN 10/16 bore hole or thread, 
 other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight..

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Monoflange Butterfly Valve Type BKMF 
with actuator UB* 

DN/Li UB A C d D F H K Lk N O P R SW Z
50 15 218 135 18 165 5 35 73 125 33 224 320 442 14 4
65 15 223 130 18 185 5 35 73 145 33 224 325 447 14 4
80 15 235 135 18 200 5 35 73 160 33 224 337 459 14 4
100 17 250 140 18 220 5 35 73 180 33 224 352 474 14 8
125 20 295 165 18 250 7 41 78 210 40 241 413 536 17 8
150 25 270 175 22 285 7 41 78 240 40 241 388 511 17 8
200 30 334 220 22 340 7 51 88 295 51 260 471 594 17 8
250 40 453 255 22 395 10 66 98 350 65 309 628 762 22 12
300 45 508 285 22 445 10 66 103 400 73 321 695 829 22 12
350 50 513 325 22 505 12 66 119 460 91 360 737 873 27 16
400 55 625 350 26 570 12 66 119 515 91 361 849 986 27 16
500 60 715 380 26 670 14 75 144 565 116 418 1010 1133 36 20

*Option: Magnetic valve with limit switch
 Flange connection according to PN 10/16 bore hole or thread, 

 other flange connections upon request
 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight..

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Monoflange Butterfly Valve Type BKMF 
with e-drive

DN/Li AE B C d D E H Lk O P Z
50 30 160 135 165 18 143 35 125 127 345 4
65 30 160 130 185 18 143 35 145 127 350 4
80 50 160 135 200 18 143 35 160 127 362 8
100 50 160 140 220 18 143 35 180 127 377 8
125 100 197 165 250 18 148 41 210 158 448 8
150 100 197 175 285 22 148 41 240 158 476 8
200 200 255 220 340 22 187 51 295 196 586 8
250 200 255 255 395 22 187 66 350 196 649 12
300 400 255 285 445 22 187 66 400 196 704 12
350 400 255 325 505 22 187 66 460 196 774 16
400 600 255 340 570 26 187 66 515 196 821 16
500 600 255 380 670 26 187 75 620 196 911 20

Monoflange Butterfly Valve Type BKMF 

 Flange connection according to PN 10/16 bore hole or thread, 
 other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Operation flange ISO 5211/Namur
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, construction of 
vehicles, chemical-, pharmaceutical- and 
food industry, ventilation systems and 
water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight..

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu,Hastelloy
Shaft Steel Stainless steel, Alu,Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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 Tension ring groove (e.g. system Jacob) or flange connection
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry and ventilati-
on systems

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

DN Gr. C D E e F G H I L P
80 1 58 110 75 93 82 92 60 77 220 270
100 1 68 130 95 93 103 115 60 77 220 290
120 1 79 150 115 93 123 135 60 77 220 312
125 1 81 150 120 93 128 140 60 77 220 313
150 1 94 170 145 93 153 165 60 77 220 336
180 1 115 205 175 93 183 195 60 77 220 375
200 2 135 225 195 93 203 215 60 84 280 412
250 2 155 290 245 93 253 265 70 84 280 464
300 2 180 350 295 93 303 315 70 84 280 519
350 2 215 410 345 93 353 365 70 84 280 584
400 3 241 460 395 93 403 415 70 84 340 635
500 3 310 560 495 93 503 515 70 84 340 754

Butterfly Valve with seal Type BKLL
with hand lever, engaged

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly Valve with seal Type BKLL  
with gearbox

DN Gr. A B C D E F G H I J K L M
80 1 96 125 58 110 75 82 92 60 55 46 107 97 46
100 1 96 125 68 130 95 103 115 60 55 46 107 97 46
120 1 96 125 79 150 115 123 135 60 55 46 107 97 46
125 1 96 125 81 150 120 128 140 60 55 46 107 97 46
150 1 96 125 94 170 145 153 165 60 55 46 107 97 46
180 1 96 125 115 205 175 183 195 60 55 46 107 97 46
200 1 96 125 135 225 195 203 215 60 55 46 107 97 46
250 2 122 200 155 290 245 253 265 70 60 56 132 127 56
300 2 122 200 180 350 295 303 315 70 60 56 132 127 56
350 2 122 200 215 410 345 353 365 70 60 56 132 127 56
400 3 137 300 241 460 395 403 415 70 69 62 150 152 62
500 3 137 300 310 560 495 503 515 70 69 62 150 152 62

 Tension ring groove (e.g. system Jacob) or flange connection
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry and ventilati-
on systems

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly Valve with seal Type BKLL
with actuator

DN UB C E D H K N O P R G F
80 15 58 75 110 60 84 36 102 362 166 92 82

100 15 68 95 130 60 84 36 102 382 166 115 103
120 15 79 115 150 60 84 36 102 402 166 135 123
125 15 81 120 150 60 84 36 102 422 166 140 128
150 17 94 145 170 60 50 36 102 442 196 165 153
180 17 115 175 205 60 50 36 102 482 196 195 183
200 17 135 195 225 60 50 36 102 542 196 215 203
250 20 155 245 290 70 55 45 118 618 177 265 253
300 20 180 295 350 70 55 45 118 678 177 315 303
350 25 215 345 410 70 55 45 118 718 239 365 353
400 25 241 395 460 70 55 45 118 778 239 415 403
500 30 310 495 560 70 72 65 137 922 230 515 503

 Tension ring groove (e.g. system Jacob) or flange connection
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry and ventilati-
on systems

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly Valve with seal Type BKLL 
with actuator UB*

DN UB 
MVEN

C D E F G H K N O R

80 15 58 110 75 82 92 60 73 33 224 166
100 15 68 130 95 103 115 60 73 33 224 166
120 15 79 150 115 123 135 60 73 33 224 166
125 15 81 150 120 128 140 60 73 33 224 166
150 17 94 170 145 153 165 60 73 33 224 196
180 17 115 205 175 183 195 60 73 33 224 196
200 17 135 225 195 203 215 60 73 33 224 196
250 20 155 290 245 253 165 70 78 40 241 177
300 20 180 350 295 303 315 70 78 40 241 177
350 25 215 410 345 353 365 70 78 40 241 239
400 25 241 460 395 403 415 70 78 40 241 239

*Option: Magnetic valve with limit switch
 Tension ring groove (e.g. system Jacob) or flange connection

 according to DIN 24154, EN 12220
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry and ventilati-
on systems

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly Valve with seal Type BKLL 
with e-drive

DN AE C D E F G H I O R
80 30 58 110 75 82 92 60 127 143 160
100 30 68 130 95 103 115 60 127 143 160
120 30 79 150 115 123 135 60 127 143 160
125 30 81 150 120 128 140 60 127 143 160
150 30 94 170 145 153 165 60 127 143 160
180 50 115 205 175 183 195 60 127 143 160
200 50 135 225 195 203 215 60 127 143 160
250 50 155 290 245 253 265 70 127 143 160
300 50 180 350 295 303 315 70 127 143 160
350 50 215 410 345 353 365 70 127 143 160
400 100 241 460 395 403 415 70 158 148 197
500 100 310 560 495 503 515 70 158 148 197

 Tension ring groove (e.g. system Jacob) or flange connection
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry and ventilati-
on systems

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Container Valve Type BKCO

Type
For flange-mounting under containers Length according to BK 
factory standard Tightly dosing according to DIN EN 12266-1 
sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids 
of all kinds, e.g. powders, granules, 
fibres etc. for plant engineering, cons-
truction of vehicles, chemical-, phar-
ma- ceutical- and food industry.

Product specification
A special feature of these butterfly 
valves is a shaft with low torque 
which is centrally positioned on bea-
rings. The short construction enables 
minimum space requirements and low 
weight.

DN C D d2 H Lk P
150 125 270 M10x25 41 210 555
200 125 300 M10x25 51 263,5 585
250 125 350 M10x25 66 321 635
300 125 400 M10x25 66 365 785

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Flange return valve Type BKRK
with Compensating cylinder

DN C D d2 E H Lk Z
50 180 165 18 70 100 125 4
65 180 185 18 90 100 145 4
80 180 200 18 115 100 160 8

100 190 220 18 140 120 180 8
125 200 250 18 165 130 210 8

 Flange connection according to PN 6,10,16, bore hole, 
 other flange connections upon request

 Length according to BK factory standard
 Tightly closing according to DIN 3230, sealing elements 

 replaceable
 Driving mode: automatic drive with compensating cylinder

 or infinitely adjustable counter weight

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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 Flange connection according to PN 10/16 bore hole or thread, 
 other flange connections upon request

 Length according to BK factory standard and DIN 3202 K1
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Rotary Feeder Type BKRF 
with e-drive

DN Antrieb C D d2 H Li Lk M N O Q R S Z
100 RF37DT80 140 220 18 35 99 180 145 110 130 520 165 90 8
125 RF37DT80 165 250 18 41 124 210 145 110 130 520 165 90 8
150 RF37DT80 175 285 22 41 149 240 145 110 130 520 165 90 8
200 RF37DT80 220 340 22 51 199 295 145 110 130 520 165 90 8
250 RF57DT80 255 395 22 66 249 350 145 135 165 570 165 115 12
300 RF57DT80 285 445 22 66 298 400 145 135 165 570 165 115 12
350 RF67DT90 325 505 22 66 348 460 197 170 205 650 198 130 16
400 RF67DT90 340 570 26 66 395 515 197 170 205 650 198 130 16

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Rotary Feeder Type BKRF
with actuator UB*

DN UB 
MVEN 

C D d2 H K Li Lk N P R Z

100 17 140 220 18 35 73 99 180 33 224 274 8
125 20 165 250 18 41 78 124 210 40 241 252 8
150 25 175 285 22 41 78 149 240 41 241 330 8
200 30 220 340 22 51 88 199 295 33 260 331 8
250 40 255 395 22 66 98 249 350 66 309 401 12
300 45 285 445 22 66 103 298 400 73 321 508 12
350 50 325 505 22 66 119 348 460 91 360 499 16
400 55 340 570 26 66 119 395 515 91 361 607 16

*Option: Magnetic valve with limit switch
 Flange connection according to PN 10/16 bore hole or thread, 

 other flange connections upon request
 Length according to BK factory standard and DIN 3202 K1
 Tightly closing according to DIN EN 12266-1
 Sealing elements replaceable

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food industry.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body Aluminium St. 1.0570, GG, Stainless steel
Flap Steel Stainless steel, Alu, Hastelloy
Shaft Steel Stainless steel, Alu, Hastelloy
Sealing NBR EPDM, Vulkollan, Hypalon, 

Viton, Silicone, BUNA, ELL and 
PTFE
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Butterfly valve, sandwich design 
 Flange connection according to PN 6 / 10 / 16 or

 DIN 24154, EN 12220,
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Choke and control of gaseous and liquid 
media as well
as bulk solids of all kinds for plant 
engineering, chemical-, pharmaceutical- 
and food industry, ventilation systems 
and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Control Valve, lightweight design Type BKL
with hand lever, engaged 

DN Gr. C C1 D e H I L P
50 1 100 80 105 93 30 77 220 337
65 1 110 90 125 93 30 77 220 357
80 1 120 100 140 93 30 77 220 377

100 1 130 110 160 93 30 77 220 397
125 1 140 120 190 93 30 77 220 417
150 1 160 140 215 93 30 77 220 457
200 1 190 170 270 93 40 77 220 517
250 2 220 200 325 93 40 84 280 584
300 2 250 230 375 93 40 84 280 644
350 2 270 250 430 93 50 84 280 684
400 3 300 280 485 120 50 84 340 744
500 3 360 345 590 120 50 84 340 869

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

25

We regulate it for you We regulate it for you

FRANZ DÜRHOLDT GmbH & Co. KG | BK - Armaturen · Regentenstr. 69 · 42389 D-Wuppertal
Phone: +49 (0)202-280 86 0 · Fax: +49 (0)202-280 86 40 · www.bk-armaturen.de · info@bk-armaturen.de

FRANZ DÜRHOLDT GmbH & Co. KG | BK - Armaturen · Regentenstr. 69 · 42389 D-Wuppertal
Phone: +49 (0)202-280 86 0 · Fax: +49 (0)202-280 86 40 · www.bk-armaturen.de · info@bk-armaturen.de



BK ARMATUREN
Wir regeln das für Sie

BK - Armaturen · Buchenhofener Str. 21 · 42329 Wuppertal · Fon: 0202-7388313 · Fax: 0202-7388315
www.bk-armaturen.de  · info@bk-armaturen.de

BK ARMATUREN
Wir regeln das für Sie

Control Valve, lightweight design Type BKL 
with gearbox

DN Gr. B C C1 D E F G H I J K P
50 1 97 100 80 105 125 107 46 30 55 39 96 350
65 1 97 110 90 125 125 107 46 30 55 39 96 370
80 1 97 120 100 140 125 107 46 30 55 39 96 390
100 1 97 130 110 160 125 107 46 30 55 39 96 410
125 1 97 140 120 190 125 107 46 30 55 39 96 430
150 1 97 160 140 215 125 107 46 30 55 39 96 470
200 1 97 190 170 270 125 107 46 40 55 39 96 530
250 2 127 220 200 325 200 132 56 40 60 47 122 630
300 2 127 250 230 370 200 132 56 40 60 47 122 690
350 2 127 270 250 430 200 132 56 50 60 47 122 730
400 3 152 300 280 485 200 150 62 50 69 60 137 795
500 3 152 360 345 590 200 150 62 50 69 60 137 920

Butterfly valve, sandwich design 
 Flange connection according to PN 6 / 10 / 16 or

 DIN 24154, EN 12220,
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Choke and control of gaseous and liquid 
media as well
as bulk solids of all kinds for plant 
engineering, chemical-, pharmaceutical- 
and food industry, ventilation systems 
and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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Control Valve, lightweight design Type BKL
with actuator

DN UB C C1 D H K N O P R
50 15 100 80 105 30 48 33 102 362 166
65 15 110 90 125 30 48 33 102 382 166
80 15 120 100 140 30 48 33 102 402 166
100 15 130 110 160 30 48 33 102 422 166
125 17 140 120 190 30 47 33 102 442 196
150 17 160 140 215 30 47 33 102 482 196
200 17 190 170 270 40 47 33 102 542 196
250 20 220 200 325 40 53 41 118 618 177
300 20 250 230 370 40 53 41 118 678 177
350 25 270 250 430 50 53 41 118 718 239
400 25 300 280 485 50 53 41 118 778 239
500 30 360 345 590 50 63 51 137 922 230

Butterfly valve, sandwich design 
 Flange connection according to PN 6 / 10 / 16 or

 DIN 24154, EN 12220,
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Choke and control of gaseous and liquid 
media as well
as bulk solids of all kinds for plant 
engineering, chemical-, pharmaceutical- 
and food industry, ventilation systems 
and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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Control Valve, lightweight design Type BKL
with actuator UB*

DN UB 
MVEN

C C1 D H K N O P R

50 15 100 80 105 30 73 33 224 484 165
65 15 110 90 125 30 73 33 224 504 165
80 15 120 100 140 30 73 33 224 524 165

100 15 130 110 160 30 73 33 224 544 165
125 17 140 120 190 30 73 33 224 564 197
150 17 160 140 215 30 73 33 224 604 197
200 17 190 170 270 40 73 33 224 664 197
250 20 220 200 325 40 78 40 241 741 177
300 20 250 230 370 40 78 40 241 801 177
350 25 270 250 430 50 78 40 241 841 239
400 25 300 280 485 50 78 40 241 901 239
500 30 360 345 590 50 88 51 260 1045 230

Butterfly valve, sandwich design 
 Flange connection according to PN 6 / 10 / 16 or

 DIN 24154, EN 12220,
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Choke and control of gaseous and liquid 
media as well
as bulk solids of all kinds for plant 
engineering, chemical-, pharmaceutical- 
and food industry, ventilation systems 
and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

*Option: Magnetic valve with limit switch
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Control Valve, lightweight design Type BKL 
with e-drive

DN AE B C C1 D E H O P
50 30 160 100 80 105 143 30 127 387
65 30 160 110 90 125 143 30 127 407
80 30 160 120 100 140 143 30 127 427

100 30 160 130 110 160 143 30 127 447
125 30 160 140 120 190 143 30 127 467
150 30 160 160 140 215 143 30 127 507
200 50 160 190 170 270 143 40 127 567
250 50 160 220 200 325 143 40 127 627
300 50 160 250 230 370 143 40 127 687
350 100 197 270 250 430 148 50 158 758
400 100 197 300 280 485 148 50 158 818
500 100 197 360 345 590 148 50 158 943

Butterfly valve, sandwich design 
 Flange connection according to PN 6 / 10 / 16 or

 DIN 24154, EN 12220,
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Choke and control of gaseous and liquid 
media as well
as bulk solids of all kinds for plant 
engineering, chemical-, pharmaceutical- 
and food industry, ventilation systems 
and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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 Flange connection according to PN 6 / 10 / 16 or DIN 24154, 
 EN 12220, other flange connections upon request

 Length according to BK factory standard or upon customer‘s 
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry, venti-
lation systems and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

DN Gr. C D d e G H I L Li Lk P
80 1 100 140 18 93 100 30 77 220 79 160 377
100 1 110 160 18 93 100 30 77 220 99 180 397
125 1 120 190 18 93 100 40 77 220 124 210 417
150 1 130 215 22 93 100 40 77 220 149 240 437
200 1 140 270 22 93 100 50 77 220 199 295 457
250 1 160 325 22 93 100 50 77 220 249 350 497
300 2 190 375 22 93 100 50 84 280 295 400 564
350 2 220 435 22 93 120 50 84 280 340 460 644
400 2 250 480 26 93 120 50 84 280 390 515 704
500 2 270 590 26 93 120 60 84 280 490 620 744
600 2 300 695 30 93 140 60 84 280 590 725 824
700 2 360 810 30 93 140 60 84 280 690 840 944

Control Valve, heavyweight design Type BKS 
with hand lever, engaged

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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Control Valve, heavyweight design Type BKS
with gearbox

DN Gr. A B C D d E F G H I J K Li Lk P
80 1 100 97 120 140 18 125 107 46 30 55 39 96 79 160 430
100 1 100 97 130 160 18 125 107 46 30 55 39 96 99 180 450
125 1 100 97 140 190 18 125 107 46 40 55 39 96 124 210 470
150 1 100 97 160 215 22 125 107 46 40 55 39 96 149 240 510
200 1 100 97 190 270 22 125 107 46 50 55 39 96 199 295 570
250 1 100 97 220 325 22 125 107 46 50 55 39 96 249 350 630
300 1 100 97 250 375 22 125 107 46 50 55 39 96 295 400 690
350 2 120 127 270 435 22 200 132 56 50 60 47 122 340 460 790
400 2 120 127 300 480 26 200 132 56 50 60 47 122 390 515 850
500 2 120 127 355 590 26 200 132 56 60 60 47 122 490 620 960
600 3 140 152 410 695 30 300 150 62 60 69 60 137 590 725 1145
700 3 140 152 470 810 30 300 150 62 60 69 60 137 690 840 1265

 Flange connection according to PN 6 / 10 / 16 or DIN 24154, 
 EN 12220, other flange connections upon request

 Length according to BK factory standard or upon customer‘s 
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry, venti-
lation systems and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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Control Valve, heavyweight design Type BKS 
with actuator

DN UB 
MVEN

C D d G H K Li Lk N O P R

80 15 120 140 18 100 30 73 79 160 33 224 564 165
100 15 130 160 18 100 30 73 99 180 33 224 584 165
125 15 140 190 18 100 40 73 124 210 33 224 604 165
150 15 160 215 22 100 40 73 149 240 33 224 644 165
200 17 190 270 22 100 50 73 199 295 33 224 704 197
250 17 220 325 22 100 50 73 249 350 33 224 764 197
300 17 250 375 22 100 50 73 295 400 33 224 824 197
350 20 270 435 22 120 50 78 340 460 40 241 901 177
400 20 300 480 26 120 50 78 390 515 40 241 961 177
500 25 355 590 26 120 60 78 490 620 40 241 1071 239
600 25 410 695 30 140 60 78 590 725 40 241 1201 239

 Flange connection according to PN 6 / 10 / 16 or DIN 24154, 
 EN 12220, other flange connections upon request

 Length according to BK factory standard or upon customer‘s 
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry, venti-
lation systems and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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Control Valve, heavyweight design Type BKS
with actuator UB*

DN UB 
MVEN

C D d G H K Li Lk N O P R

80 15 120 140 18 100 30 73 79 160 33 224 564 165
100 15 130 160 18 100 30 73 99 180 33 224 584 165
125 15 140 190 18 100 40 73 124 210 33 224 604 165
150 15 160 215 22 100 40 73 149 240 33 224 644 165
200 17 190 270 22 100 50 73 199 295 33 224 704 197
250 17 220 325 22 100 50 73 249 350 33 224 764 197
300 17 250 375 22 100 50 73 295 400 33 224 824 197
350 20 270 435 22 120 50 78 340 460 40 241 901 177
400 20 300 480 26 120 50 78 390 515 40 241 961 177
500 25 355 590 26 120 60 78 490 620 40 241 1071 239
600 25 410 695 30 140 60 78 590 725 40 241 1201 239

 Flange connection according to PN 6 / 10 / 16 or DIN 24154, 
 EN 12220, other flange connections upon request

 Length according to BK factory standard or upon customer‘s 
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry, venti-
lation systems and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none

*Option: Magnetic valve with limit switch

33

We regulate it for you We regulate it for you

FRANZ DÜRHOLDT GmbH & Co. KG | BK - Armaturen · Regentenstr. 69 · 42389 D-Wuppertal
Phone: +49 (0)202-280 86 0 · Fax: +49 (0)202-280 86 40 · www.bk-armaturen.de · info@bk-armaturen.de

FRANZ DÜRHOLDT GmbH & Co. KG | BK - Armaturen · Regentenstr. 69 · 42389 D-Wuppertal
Phone: +49 (0)202-280 86 0 · Fax: +49 (0)202-280 86 40 · www.bk-armaturen.de · info@bk-armaturen.de



BK ARMATUREN
Wir regeln das für Sie

BK - Armaturen · Buchenhofener Str. 21 · 42329 Wuppertal · Fon: 0202-7388313 · Fax: 0202-7388315
www.bk-armaturen.de  · info@bk-armaturen.de

BK ARMATUREN
Wir regeln das für Sie

Control Valve, heavyweight design Type BKS 
with e-drive

DN AE B C D d E G H Li Lk O P
80 30 160 120 140 18 143 100 30 79 160 127 467
100 30 160 130 160 18 143 100 30 99 180 127 487
125 30 160 140 190 18 143 100 40 124 210 127 507
150 30 160 160 215 22 143 100 40 149 240 127 547
200 50 197 190 270 22 148 100 50 199 295 158 638
250 50 197 220 325 22 148 100 50 249 350 158 698
300 50 255 250 375 22 187 100 50 295 400 196 796
350 50 255 270 435 22 187 120 50 340 460 196 856
400 100 255 300 480 26 187 120 50 390 515 196 916
500 100 255 355 590 26 187 120 60 490 620 196 1026
600 100 255 410 695 30 187 140 60 590 725 196 1156
700 100 255 470 810 30 187 140 60 690 840 196 1276

 Flange connection according to PN 6 / 10 / 16 or DIN 24154, 
 EN 12220, other flange connections upon request

 Length according to BK factory standard or upon customer‘s 
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry, venti-
lation systems and water supply.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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Control Valve BKLK 
with drives
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 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Control Valve Type BKLK with hand lever, engaged, 
DIN 24154 line 2

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

36

BK ARMATUREN
Wir regeln das für Sie

BK - Armaturen · Buchenhofener Str. 21 · 42329 Wuppertal · Fon: 0202-7388313 · Fax: 0202-7388315
www.bk-armaturen.de  · info@bk-armaturen.de

BK ARMATUREN
Wir regeln das für Sie

DN Gr. D d2 e G H I L Li Lk Z
71 1 125 9,5 93 80 60 77 220 65 110 4

80 1 135 9,5 93 80 60 77 220 75 118 4

90 1 145 9,5 93 80 60 77 220 85 128 4

100 1 155 9,5 93 80 60 77 220 95 139 4

112 1 165 9,5 93 80 60 77 220 105 151 4

125 1 180 9,5 93 80 60 77 220 120 165 4

140 1 205 11,5 93 80 60 77 220 135 182 8

160 1 225 11,5 93 80 60 77 220 155 200 8

180 1 240 11,5 93 80 60 77 220 175 219 8

200 1 265 11,5 93 80 60 77 220 195 241 8

224 1 280 11,5 93 80 60 77 220 220 265 8

250 1 315 11,5 93 100 60 77 220 245 292 8

280 1 355 11,5 93 100 60 77 220 275 332 8

315 1 390 11,5 93 100 65 77 220 310 366 8

355 1 430 11,5 93 100 65 77 220 350 405 8

400 2 475 11,5 93 100 65 84 280 395 448 12

450 2 525 11,5 93 100 65 84 280 445 497 12

500 2 575 11,5 93 100 65 84 280 495 551 12

560 2 655 14 93 100 100 77 220 555 629 16

630 2 725 14 93 120 100 77 220 625 698 16

710 2 805 14 93 120 100 77 220 705 775 16

800 2 895 14 93 120 100 77 220 795 861 24

900 2 995 14 93 120 100 77 220 895 958 24

1000 2 1095 14 93 120 100 77 220 995 1067 24

1120 3 1235 18 120 120 140 84 340 1115 1200 32

1250 3 1365 18 120 120 140 84 340 1245 1337 32

1400 3 1515 18 120 140 140 84 340 1395 1475 32

1600 3 1700 18 120 140 140 84 340 1580 1675 40

1800 3 1895 18 120 140 140 84 340 1775 1875 40

2000 3 2115 18 120 140 140 84 340 1995 2073 40

Control Valve Type BKLK with hand lever, engaged, 
DIN 24154 line 2
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Control Valve Type BKLK with hand lever, engaged, 
DIN 24154 line 4

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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DN Gr. D d2 e G H I L Li Lk Z
71 1 125 9,5 93 80 60 77 220 65 110 4

80 1 135 9,5 93 80 60 77 220 75 118 4

90 1 145 9,5 93 80 60 77 220 85 128 4

100 1 155 9,5 93 80 60 77 220 95 139 4

112 1 165 9,5 93 80 60 77 220 105 151 4

125 1 180 9,5 93 80 60 77 220 120 165 4

140 1 205 11,5 93 80 60 77 220 135 182 8

160 1 225 11,5 93 80 60 77 220 155 200 8

180 1 240 11,5 93 80 60 77 220 175 219 8

200 1 265 11,5 93 80 60 77 220 195 241 8

224 1 280 11,5 93 80 60 77 220 220 265 8

250 1 315 11,5 93 100 60 77 220 245 292 8

280 1 355 11,5 93 100 60 77 220 275 332 8

315 1 390 11,5 93 100 65 77 220 310 366 8

355 1 430 11,5 93 100 65 77 220 350 405 8

400 2 475 11,5 93 100 65 84 280 395 448 12

450 2 525 11,5 93 100 65 84 280 445 497 12

500 2 575 11,5 93 100 65 84 280 495 551 12

560 2 655 14 93 100 100 77 220 65 629 16

630 2 725 14 93 120 100 77 220 75 698 16

710 2 805 14 93 120 100 77 220 85 775 16

800 2 890 14 93 120 100 77 220 790 861 24

900 2 995 14 93 120 100 77 220 885 958 24

1000 2 1095 14 93 120 100 77 220 995 1067 24

1120 3 1235 18 120 120 140 84 340 1115 1200 32

1250 3 1365 18 120 120 140 84 340 1255 1337 32

1400 3 1515 18 120 140 140 84 340 1410 1491 32

1600 3 1700 18 120 140 140 84 340 1580 1663 40

1800 3 1895 18 120 140 140 84 340 1775 1856 40

2000 3 2115 18 120 140 140 84 340 1990 2073 40

Control Valve Type BKLK with hand lever, engaged, 
DIN 24154 line 4
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Control Valve Type BKLK with gearbox, 
DIN 24154 line 2

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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Control Valve Type BKLK with gearbox, 
DIN 24154 line 2

DN Gr. C D d2 E F G H I J K L Li Lk Z
71 1 96 125 9,5 125 107 80 60 55 39 46 97 65 110 4
80 1 96 135 9,5 125 107 80 60 55 39 46 97 75 118 4
90 1 96 145 9,5 125 107 80 60 55 39 46 97 85 128 4

100 1 96 155 9,5 125 107 80 60 55 39 46 97 95 139 4
112 1 96 165 9,5 125 107 80 60 55 39 46 97 105 151 4
125 1 96 180 9,5 125 107 80 60 55 39 46 97 120 165 4
140 1 96 205 11,5 125 107 80 60 55 39 46 97 135 182 8
160 1 96 225 11,5 125 107 80 60 55 39 46 97 155 200 8
180 1 96 240 11,5 125 107 80 60 55 39 46 97 175 219 8
200 1 96 265 11,5 125 107 80 60 55 39 46 97 195 241 8
224 1 96 280 11,5 125 107 80 60 55 39 46 97 220 265 8
250 1 96 315 11,5 125 107 100 60 55 39 46 97 245 292 8
280 1 96 355 11,5 125 107 100 60 55 39 46 97 275 332 8
315 1 96 390 11,5 125 107 100 65 55 39 46 97 310 366 8
355 1 96 430 11,5 125 107 100 65 55 39 46 97 350 405 8
400 1 96 475 11,5 125 107 100 65 55 39 46 97 395 448 12
450 2 122 525 11,5 200 132 100 65 60 47 56 127 445 497 12
500 2 122 575 11,5 200 132 100 65 60 47 56 127 495 551 12
560 2 122 655 14 200 132 100 100 60 47 56 127 555 629 16
630 2 122 725 14 200 132 120 100 60 47 56 127 625 698 16
710 2 122 805 14 200 132 120 100 60 47 56 127 705 775 16
800 2 122 895 14 200 132 120 100 60 47 56 127 795 861 24
900 2 122 995 14 200 132 120 100 60 47 56 127 895 958 24

1000 2 122 1095 14 200 132 120 100 60 47 56 127 995 1067 24
1120 3 137 1235 18 200 150 120 140 60 60 62 152 1115 1200 32
1250 3 137 1365 18 200 150 120 140 60 60 62 152 1245 1337 32
1400 3 137 1515 18 200 150 140 140 60 60 62 152 1395 1475 32
1600 3 137 1700 18 200 150 140 140 60 60 62 152 1580 1675 40
1800 3 137 1895 18 200 150 140 140 60 60 62 152 1775 1875 40
2000 3 137 2115 18 200 150 140 140 60 60 62 152 1995 2073 40
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with gearbox, 
DIN 24154 line 4

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with gearbox, 
DIN 24154 line 4

DN Gr. C D d2 E F G H I J K L Li Lk Z
71 1 96 125 9,5 125 107 80 60 55 39 46 97 65 110 4
80 1 96 135 9,5 125 107 80 60 55 39 46 97 75 118 4
90 1 96 145 9,5 125 107 80 60 55 39 46 97 85 128 4

100 1 96 155 9,5 125 107 80 60 55 39 46 97 95 139 4
112 1 96 165 9,5 125 107 80 60 55 39 46 97 105 151 4
125 1 96 180 9,5 125 107 80 60 55 39 46 97 120 165 4
140 1 96 205 11,5 125 107 80 60 55 39 46 97 135 182 8
160 1 96 225 11,5 125 107 80 60 55 39 46 97 155 200 8
180 1 96 240 11,5 125 107 80 60 55 39 46 97 175 219 8
200 1 96 265 11,5 125 107 80 60 55 39 46 97 195 241 8
224 1 96 280 11,5 125 107 80 60 55 39 46 97 220 265 8
250 1 96 315 11,5 125 107 100 60 55 39 46 97 245 292 8
280 1 96 355 11,5 125 107 100 60 55 39 46 97 275 332 8
315 1 96 390 11,5 125 107 100 65 55 39 46 97 310 366 8
355 1 96 430 11,5 125 107 100 65 55 39 46 97 350 405 8
400 1 96 475 11,5 125 107 100 65 55 39 46 97 395 448 12
450 2 122 525 11,5 200 132 100 65 60 47 56 127 445 497 12
500 2 122 575 11,5 200 132 100 65 60 47 56 127 495 551 12
560 2 122 655 14 200 132 100 100 60 47 56 127 555 629 16
630 2 122 725 14 200 132 120 100 60 47 56 127 625 698 16
710 2 122 805 14 200 132 120 100 60 47 56 127 705 775 16
800 2 122 890 14 200 132 120 100 60 47 56 127 790 861 24
900 2 122 995 14 200 132 120 100 60 47 56 127 885 958 24

1000 2 122 1095 14 200 132 120 100 60 47 56 127 995 1067 24
1120 3 137 1235 18 200 150 120 140 60 60 62 152 1115 1200 32
1250 3 137 1365 18 200 150 120 140 60 60 62 152 1255 1337 32
1400 3 137 1515 18 200 150 140 140 60 60 62 152 1410 1491 32
1600 3 137 1700 18 200 150 140 140 60 60 62 152 1580 1663 40
1800 3 137 1895 18 200 150 140 140 60 60 62 152 1775 1856 40
2000 3 137 2115 18 200 150 140 140 60 60 62 152 1990 2073 40
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BK ARMATUREN
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with actuator, 
DIN 24154 line 2

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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Control Valve Type BKLK with actuator, 
DIN 24154 line 2

DN UB D d2 G H K Li Lk N O R Z
71 15 125 9,5 80 60 48 65 110 33 102 166 4
80 15 135 9,5 80 60 48 75 118 33 102 166 4
90 15 145 9,5 80 60 48 85 128 33 102 166 4

100 15 155 9,5 80 60 48 95 139 33 102 166 4
112 15 165 9,5 80 60 48 105 151 33 102 166 4
125 15 180 9,5 80 60 48 120 165 33 102 166 4
140 15 205 11,5 80 60 48 135 182 33 102 166 8
160 17 225 11,5 80 60 47 155 200 33 102 196 8
180 17 240 11,5 80 60 47 175 219 33 102 196 8
200 17 265 11,5 80 60 47 195 241 33 102 196 8
224 17 280 11,5 80 60 47 220 265 33 102 196 8
250 17 315 11,5 100 60 47 245 292 33 102 196 8
280 17 355 11,5 100 60 47 275 332 33 102 196 8
315 20 390 11,5 100 65 53 310 366 41 118 177 8
355 20 430 11,5 100 65 53 350 405 41 118 177 8
400 20 475 11,5 100 65 53 395 448 41 118 177 12
450 20 525 11,5 100 65 53 445 497 41 118 177 12
500 20 575 11,5 100 65 53 495 551 41 118 177 12
560 25 655 14 100 100 53 555 629 41 118 239 16
630 25 725 14 120 100 53 625 698 41 118 239 16
710 25 805 14 120 100 53 705 775 41 118 239 16
800 25 895 14 120 100 53 795 861 41 118 239 24
900 25 995 14 120 100 53 895 958 41 118 239 24

1000 25 1095 14 120 100 53 995 1067 41 118 239 24
1120 30 1235 18 120 140 63 1115 1200 33 137 230 32
1250 30 1365 18 120 140 63 1245 1337 33 137 230 32
1400 30 1515 18 140 140 63 1395 1475 33 137 230 32
1600 35 1700 18 140 140 65 1580 1675 65 155 247 40
1800 35 1895 18 140 140 65 1775 1875 65 155 247 40
2000 40 2115 18 140 140 65 1995 2073 65 175 291 40
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BK ARMATUREN
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with actuator, 
DIN 24154 line 4

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none
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Control Valve Type BKLK with actuator, 
DIN 24154 line 4

DN UB D d2 G H K Li Lk N O R Z
71 15 125 9,5 80 60 48 65 110 33 102 166 4
80 15 135 9,5 80 60 48 75 118 33 102 166 4
90 15 145 9,5 80 60 48 85 128 33 102 166 4

100 15 155 9,5 80 60 48 95 139 33 102 166 4
112 15 165 9,5 80 60 48 105 151 33 102 166 4
125 15 180 9,5 80 60 48 120 165 33 102 166 4
140 15 205 11,5 80 60 48 135 182 33 102 166 8
160 17 225 11,5 80 60 47 155 200 33 102 196 8
180 17 240 11,5 80 60 47 175 219 33 102 196 8
200 17 265 11,5 80 60 47 195 241 33 102 196 8
224 17 280 11,5 80 60 47 220 265 33 102 196 8
250 17 315 11,5 100 60 47 245 292 33 102 196 8
280 17 355 11,5 100 60 47 275 332 33 102 196 8
315 20 390 11,5 100 65 53 310 366 41 118 177 8
355 20 430 11,5 100 65 53 350 405 41 118 177 8
400 20 475 11,5 100 65 53 395 448 41 118 177 12
450 20 525 11,5 100 65 53 445 497 41 118 177 12
500 20 575 11,5 100 65 53 495 551 41 118 177 12
560 25 655 14 100 100 53 555 629 41 118 239 16
630 25 725 14 120 100 53 625 698 41 118 239 16
710 25 805 14 120 100 53 705 775 41 118 239 16
800 25 890 14 120 100 53 790 861 41 118 239 24
900 25 995 14 120 100 53 885 958 41 118 239 24

1000 25 1095 14 120 100 53 995 1067 41 118 239 24
1120 30 1235 18 120 140 63 1115 1200 33 137 230 32
1250 30 1365 18 120 140 63 1255 1337 33 137 230 32
1400 30 1515 18 140 140 63 1410 1491 33 137 230 32
1600 35 1700 18 140 140 65 1580 1663 65 155 247 40
1800 35 1895 18 140 140 65 1775 1856 65 155 247 40
2000 40 2115 18 140 140 65 1990 2073 65 175 291 40
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BK ARMATUREN
Wir regeln das für Sie
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with actuator UB*, 
DIN 24154 line 2

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

*Option: Magnetic valve with limit switch
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Control Valve Type BKLK with actuator UB (MVEN)*, 
DIN 24154 line 2

DN UB 
MVEN

D d2 G H K Li Lk N O R Z

71 15 125 9,5 80 60 73 65 110 33 224 166 4
80 15 135 9,5 80 60 73 75 118 33 224 166 4
90 15 145 9,5 80 60 73 85 128 33 224 166 4

100 15 155 9,5 80 60 73 95 139 33 224 166 4
112 15 165 9,5 80 60 73 105 151 33 224 166 4
125 15 180 9,5 80 60 73 120 165 33 224 166 4
140 15 205 11,5 80 60 73 135 182 33 224 166 8
160 17 225 11,5 80 60 73 155 200 33 224 196 8
180 17 240 11,5 80 60 73 175 219 33 224 196 8
200 17 265 11,5 80 60 73 195 241 33 224 196 8
224 17 280 11,5 80 60 73 220 265 33 224 196 8
250 17 315 11,5 100 60 73 245 292 33 224 196 8
280 17 355 11,5 100 60 73 275 332 33 224 196 8
315 20 390 11,5 100 65 78 310 366 41 241 177 8
355 20 430 11,5 100 65 78 350 405 41 241 177 8
400 20 475 11,5 100 65 78 395 448 41 241 177 12
450 20 525 11,5 100 65 78 445 497 41 241 177 12
500 20 575 11,5 100 65 78 495 551 41 241 177 12
560 25 655 14 100 100 78 555 629 41 241 239 16
630 25 725 14 120 100 78 625 698 41 241 239 16
710 25 805 14 120 100 78 705 775 41 241 239 16
800 25 895 14 120 100 78 795 861 41 241 239 24
900 25 995 14 120 100 78 895 958 41 241 239 24

1000 25 1095 14 120 100 78 995 1067 41 241 239 24
1120 30 1235 18 120 140 88 1115 1200 33 260 230 32
1250 30 1365 18 120 140 88 1245 1337 33 260 230 32
1400 30 1515 18 140 140 88 1395 1475 33 260 230 32
1600 35 1700 18 140 140 90 1580 1675 65 298 247 40
1800 35 1895 18 140 140 90 1775 1875 65 298 247 40
2000 40 2115 18 140 140 98 1995 2073 66 309 401 40
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BK ARMATUREN
Wir regeln das für Sie

BK - Armaturen · Buchenhofener Str. 21 · 42329 Wuppertal · Fon: 0202-7388313 · Fax: 0202-7388315
www.bk-armaturen.de  · info@bk-armaturen.de

BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with actuator UB*, 
DIN 24154 line 4

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

*Option: Magnetic valve with limit switch
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Control Valve Type BKLK with actuator UB (MVEN), 
DIN 24154 line 4

DN UB 
MVEN

D d2 G H K Li Lk N O R Z

71 15 125 9,5 80 60 73 65 110 33 224 166 4
80 15 135 9,5 80 60 73 75 118 33 224 166 4
90 15 145 9,5 80 60 73 85 128 33 224 166 4

100 15 155 9,5 80 60 73 95 139 33 224 166 4
112 15 165 9,5 80 60 73 105 151 33 224 166 4
125 15 180 9,5 80 60 73 120 165 33 224 166 4
140 15 205 11,5 80 60 73 135 182 33 224 166 8
160 17 225 11,5 80 60 73 155 200 33 224 196 8
180 17 240 11,5 80 60 73 175 219 33 224 196 8
200 17 265 11,5 80 60 73 195 241 33 224 196 8
224 17 280 11,5 80 60 73 220 265 33 224 196 8
250 17 315 11,5 100 60 73 245 292 33 224 196 8
280 17 355 11,5 100 60 73 275 332 33 224 196 8
315 20 390 11,5 100 65 78 310 366 41 241 177 8
355 20 430 11,5 100 65 78 350 405 41 241 177 8
400 20 475 11,5 100 65 78 395 448 41 241 177 12
450 20 525 11,5 100 65 78 445 497 41 241 177 12
500 20 575 11,5 100 65 78 495 551 41 241 177 12
560 25 655 14 100 100 78 555 629 41 241 239 16
630 25 725 14 120 100 78 625 698 41 241 239 16
710 25 805 14 120 100 78 705 775 41 241 239 16
800 25 890 14 120 100 78 790 861 41 241 239 24
900 25 995 14 120 100 78 885 958 41 241 239 24

1000 25 1095 14 120 100 78 995 1067 41 241 239 24
1120 30 1235 18 120 140 88 1115 1200 33 260 230 32
1250 30 1365 18 120 140 88 1255 1337 33 260 230 32
1400 30 1515 18 140 140 88 1410 1491 33 260 230 32
1600 35 1700 18 140 140 90 1580 1663 65 298 247 40
1800 35 1895 18 140 140 90 1775 1856 65 298 247 40
2000 40 2115 18 140 140 98 1990 2073 66 309 401 40
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with e-drive, 
DIN 24154 line 2

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

DIN 24154 line 2

52

BK ARMATUREN
Wir regeln das für Sie

BK - Armaturen · Buchenhofener Str. 21 · 42329 Wuppertal · Fon: 0202-7388313 · Fax: 0202-7388315
www.bk-armaturen.de  · info@bk-armaturen.de

BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with e-drive, 
DIN 24154 line 2

DN AE B D d2 E G H Li Lk O Z
71 30 160 125 9,5 143 80 60 65 110 127 4
80 30 160 135 9,5 143 80 60 75 118 127 4
90 30 160 145 9,5 143 80 60 85 128 127 4
100 30 160 155 9,5 143 80 60 95 139 127 4
112 30 160 165 9,5 143 80 60 105 151 127 4
125 30 160 180 9,5 143 80 60 120 165 127 4
140 30 160 205 11,5 143 80 60 135 182 127 8
160 30 160 225 11,5 143 80 60 155 200 127 8
180 30 160 240 11,5 143 80 60 175 219 127 8
200 30 160 265 11,5 143 80 60 195 241 127 8
224 50 160 280 11,5 143 80 60 220 265 127 8
250 50 160 315 11,5 143 100 60 245 292 127 8
280 50 160 355 11,5 143 100 60 275 332 127 8
315 50 160 390 11,5 143 100 65 310 366 127 8
355 50 160 430 11,5 143 100 65 350 405 127 8
400 50 160 475 11,5 143 100 65 395 448 127 12
450 100 197 525 11,5 148 100 65 445 497 158 12
500 100 197 575 11,5 148 100 65 495 551 158 12
560 100 197 655 14 148 100 100 555 629 148 16
630 100 197 725 14 148 120 100 625 698 148 16
710 100 197 805 14 148 120 100 705 775 148 16
800 200 255 895 14 182 120 100 795 861 196 24
900 200 255 995 14 182 120 100 895 958 196 24
1000 200 255 1095 14 182 120 100 995 1067 196 24
1120 200 255 1235 18 182 120 140 1115 1200 196 32
1250 200 255 1365 18 182 120 140 1245 1337 196 32
1400 400 255 1515 18 182 140 140 1395 1475 196 32
1600 400 255 1700 18 182 140 140 1580 1675 196 40
1800 600 255 1895 18 182 140 140 1775 1875 196 40
2000 600 255 2115 18 182 140 140 1995 2073 196 40
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with e-drive, 
DIN 24154 line 4

 Flange connection according to DIN 24154 series 2 and 4, 
 other flange connections upon request

 Length according to BK factory standard or upon customer‘s   
 request

 Temperature up to 1100° C

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds for plant engineering, chemical-, 
pharmaceutical- and food industry and 
ventilation systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cent-
rally positioned on bearings. 

Parts Factory Standard Options
Body St. 1.0570 Alu, GG, Stainless steel
Flap St. 1.0038 Stainless steel,Hastelloy
Shaft St. 50 K Stainless steel, Hastelloy
Sealing none

DIN 24154 line 4
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BK ARMATUREN
Wir regeln das für Sie

Control Valve Type BKLK with e-drive, 
DIN 24154 line 4

DN AE B D d2 E G H Li Lk O Z
71 30 160 125 9,5 143 80 60 65 110 127 4
80 30 160 135 9,5 143 80 60 75 118 127 4
90 30 160 145 9,5 143 80 60 85 128 127 4
100 30 160 155 9,5 143 80 60 95 139 127 4
112 30 160 165 9,5 143 80 60 105 151 127 4
125 30 160 180 9,5 143 80 60 120 165 127 4
140 30 160 205 11,5 143 80 60 135 182 127 8
160 30 160 225 11,5 143 80 60 155 200 127 8
180 30 160 240 11,5 143 80 60 175 219 127 8
200 30 160 265 11,5 143 80 60 195 241 127 8
224 50 160 280 11,5 143 80 60 220 265 127 8
250 50 160 315 11,5 143 100 60 245 292 127 8
280 50 160 355 11,5 143 100 60 275 332 127 8
315 50 160 390 11,5 143 100 65 310 366 127 8
355 50 160 430 11,5 143 100 65 350 405 127 8
400 50 160 475 11,5 143 100 65 395 448 127 12
450 100 197 525 11,5 148 100 65 445 497 158 12
500 100 197 575 11,5 148 100 65 495 551 158 12
560 100 197 655 14 148 100 100 555 629 148 16
630 100 197 725 14 148 120 100 625 698 148 16
710 100 197 805 14 148 120 100 705 775 148 16
800 200 255 890 14 182 120 100 790 861 196 24
900 200 255 995 14 182 120 100 885 958 196 24
1000 200 255 1095 14 182 120 100 995 1067 196 24
1120 200 255 1235 18 182 120 140 1115 1200 196 32
1250 200 255 1365 18 182 120 140 1255 1337 196 32
1400 400 255 1515 18 182 140 140 1410 1491 196 32
1600 400 255 1700 18 182 140 140 1580 1663 196 40
1800 600 255 1895 18 182 140 140 1775 1856 196 40
2000 600 255 2115 18 182 140 140 1990 2073 196 40
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BK ARMATUREN
Wir regeln das für Sie

 Tension ring groove (e.g. system Jacob) or flange connection 
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food indus- try and ventilati-
on systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

DN Gr. C D E e2 F G H I L P
80 1 58 110 75 93 82 92 60 77 220 270
100 1 68 130 95 93 103 115 60 77 220 290
120 1 79 150 115 93 123 135 60 77 220 312
125 1 81 150 120 93 128 140 60 77 220 313
150 1 94 170 145 93 153 165 60 77 220 336
180 1 115 205 175 93 183 195 60 77 220 375
200 2 135 225 195 93 203 215 60 84 280 412
250 2 155 290 245 93 253 265 70 84 280 464
300 2 180 350 295 93 303 315 70 84 280 519
350 2 215 410 345 93 353 365 70 84 280 584
400 2 241 460 395 93 403 415 70 84 280 635
500 2 310 560 495 93 503 515 70 84 280 754

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none

Control Valve without seal Type BKLL
with hand lever, engaged
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Control Valve without seal Type BKLL  
with gearbox

DN Gr. A B C D E F G H I J K L M
80 1 96 125 58 110 75 82 92 60 55 46 107 97 46

100 1 96 125 68 130 95 103 115 60 55 46 107 97 46
120 1 96 125 79 150 115 123 135 60 55 46 107 97 46
125 1 96 125 81 150 120 128 140 60 55 46 107 97 46
150 1 96 125 94 170 145 153 165 60 55 46 107 97 46
180 1 96 125 115 205 175 183 195 60 55 46 107 97 46
200 1 96 125 135 225 195 203 215 60 55 46 107 97 46
250 2 122 200 155 290 245 253 265 70 60 56 132 127 56
300 2 122 200 180 350 295 303 315 70 60 56 132 127 56
350 2 122 200 215 410 345 353 365 70 60 56 132 127 56
400 3 137 300 241 460 395 403 415 70 69 62 150 152 62
500 3 137 300 310 560 495 503 515 70 69 62 150 152 62

 Tension ring groove (e.g. system Jacob) or flange connection 
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food indus- try and ventilati-
on systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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Control Valve without seal Type BKLL
with actuator

DN UB C2 E D H K N O P R G F
80 15 58 75 110 60 84 36 102 362 166 92 82

100 15 68 95 130 60 84 36 102 382 166 115 103
120 15 79 115 150 60 84 36 102 402 166 135 123
125 15 81 120 150 60 84 36 102 422 166 140 128
150 17 94 145 170 60 50 36 102 442 196 165 153
180 17 115 175 205 60 50 36 102 482 196 195 183
200 17 135 195 225 60 50 36 102 542 196 215 203
250 20 155 245 290 70 55 45 118 618 177 265 253
300 20 180 295 350 70 55 45 118 678 177 315 303
350 25 215 345 410 70 55 45 118 718 239 365 353
400 25 241 395 460 70 55 45 118 778 239 415 403
500 30 310 495 560 70 72 65 137 922 230 515 503

 Tension ring groove (e.g. system Jacob) or flange connection 
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food indus- try and ventilati-
on systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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Control Valve without seal Type BKLL 
with actuator UB*

DN UB 
MVEN

C D E F G H K N O R

80 15 58 110 75 82 92 60 73 33 224 166
100 15 68 130 95 103 115 60 73 33 224 166
120 15 79 150 115 123 135 60 73 33 224 166
125 15 81 150 120 128 140 60 73 33 224 166
150 17 94 170 145 153 165 60 73 33 224 196
180 17 115 205 175 183 195 60 73 33 224 196
200 17 135 225 195 203 215 60 73 33 224 196
250 20 155 290 245 253 165 70 78 40 241 177
300 20 180 350 295 303 315 70 78 40 241 177
350 25 215 410 345 353 365 70 78 40 241 239
400 25 241 460 395 403 415 70 78 40 241 239
500 30 310 560 495 503 515 70 88 51 260 230

 Tension ring groove (e.g. system Jacob) or flange connection 
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food indus- try and ventilati-
on systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none

*Option: Magnetic valve with limit switch
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Control Valve without seal Type BKLL 
with e-drive

DN AE C D E F G H I O R
80 30 58 110 75 82 92 60 127 143 160
100 30 68 130 95 103 115 60 127 143 160
120 30 79 150 115 123 135 60 127 143 160
125 30 81 150 120 128 140 60 127 143 160
150 30 94 170 145 153 165 60 127 143 160
180 30 115 205 175 183 195 60 127 143 160
200 30 135 225 195 203 215 60 127 143 160
250 50 155 290 245 253 265 70 127 143 160
300 50 180 350 295 303 315 70 127 143 160
350 50 215 410 345 353 365 70 127 143 160
400 100 241 460 395 403 415 70 158 148 197
500 100 310 560 495 503 515 70 158 148 197

 Tension ring groove (e.g. system Jacob) or flange connection 
 according to DIN 24154, EN 12220

 Length according to BK factory standard
 Operation flange ISO 5211

Range of application
Shut-off and control of gaseous and 
liquid media as well as bulk solids of all 
kinds, e.g. powders, granules, fibres etc. 
for plant engineering, chemical-, pharma-
ceutical- and food indus- try and ventilati-
on systems.

Product specification
A special feature of these butterfly valves 
is a shaft with low torque which is cen-
trally positioned on bearings. The short 
construction enables minimum space 
requirements and low weight.

Parts Factory Standard Options
Body St. 1.0038 St. 1.0570, Stainless steel
Flap Steel Stainless steel,Hastelloy
Shaft Steel Stainless steel, Hastelloy
Sealing none
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2-way compact ball valve Type BKKH
with gearbox

DN Gr. A B C D E F G H I J Lk Z x d
15 1 146 96 55 90 125 97 107 35 46 43 65 4 x M12
25 1 155 96 55 110 125 97 107 43 46 43 85 4 x M12
32 1 161 96 55 130 125 97 107 54 46 43 100 4 x M16
40 1 165 96 55 150 125 97 107 60 46 43 110 4 x M16
50 1 172 96 55 165 125 97 107 70 46 43 125 4 x M16
65 2 200 122 60 185 200 127 132 95 56 50 145 4 x M16
80 2 210 122 60 190 200 127 132 122 56 50 160 8 x M16

100 3 221 137 60 220 200 187 150 140 62 60 180 8 x M16
125 4 258 146 79 255 200 217 174 185 79 80 210 8 x M16
150 4 304 146 79 295 200 217 174 235 79 80 240 8 x M20
200 5 366 175 86 365 200 297 209 315 83 80 295 12 x M20

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way compact ball valve Type BKKH
with actuator

DN UB A B C D H K Lk N Z x d
15 15 193 166 102 90 35 48 65 33 4 x M12
25 15 202 166 102 110 43 48 85 33 4 x M12
32 17 208 196 102 130 54 47 100 33 4 x M16
40 20 228 177 118 150 60 53 110 41 4 x M16
50 25 235 239 118 165 70 53 125 41 4 x M16
65 30 277 229 137 185 95 63 145 51 4 x M16
80 35 305 247 155 190 122 65 160 65 8 x M16
100 45 328 347 167 220 140 75 180 73 8 x M16
125 50 423 363 224 255 185 91 210 90 8 x M16
150 55 469 420 224 295 235 91 240 90 8 x M20
200 60 575 444 295 365 315 119 295 116 12 x M20

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way compact ball valve Type BKKH
with actuator UB*

DN UB 
MVEN

A B C D H K Lk N Z x d

15 15 315 166 224 90 35 48 65 33 4 x M12
25 15 324 166 224 110 43 48 85 33 4 x M12
32 17 330 196 224 130 54 47 100 33 4 x M16
40 20 351 177 241 150 60 53 110 41 4 x M16
50 25 358 239 241 165 70 53 125 41 4 x M16
65 30 400 229 260 185 95 63 145 51 4 x M16
80 35 448 247 298 190 122 65 160 65 8 x M16

100 45 482 347 321 220 140 75 180 73 8 x M16
125 50 559 363 360 255 185 91 210 90 8 x M16
150 55 606 420 361 295 235 91 240 90 8 x M20
200 60 698 444 418 365 315 119 295 116 12 x M20

*Option: Magnetic valve with limit switch
 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way compact ball valve Type BKKH
with e-drive

DN AE A B C D E H Lk Z x d
15 30 218 160 127 90 143 35 65 4 x M12
25 30 227 160 127 110 143 43 85 4 x M12
32 50 233 160 127 130 143 54 100 4 x M16
40 50 237 160 127 150 143 60 110 4 x M16
50 100 275 197 158 165 148 70 125 4 x M16
65 100 298 197 158 185 148 95 145 4 x M16
80 200 346 255 196 190 182 122 160 8 x M16
100 400 357 255 196 220 182 140 180 8 x M16
125 600 375 255 196 255 182 185 210 8 x M16
150 600 421 255 196 295 182 235 240 8 x M20

200 1000 492 310 212 365 240 315 295 12 x M20

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way ball valve Type BKKH
with hand lever

DN Gr. B C G L L1
16 1 38 40 1/2" 75 165
20 1 46,5 44 3/4" 80 185
25 2 58 52 1" 90 200
32 2 66,5 58 1 1/4" 110 220
40 3 76 68 1 1/2" 120 250
50 3 90 77 2" 140 285
65 4 134 98 2 1/2" 185 340
80 4 161 110 3" 205 395

100 4 190 138 4" 240 445

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way ball valve Type BKKH
with gearbox

DN Gr. B C C1 D E F G H I J L L1
16 1 38 40 96 97 125 107 1/2" 55 46 39 75 165
20 1 46,5 44 96 97 125 107 3/4" 55 46 39 80 185
25 1 58 52 96 97 125 107 1" 55 46 39 90 200
32 1 66,5 58 96 97 125 107 1 1/4" 55 46 39 110 220
40 1 76 68 96 97 125 107 1 1/2" 55 46 39 120 250
50 1 90 77 96 97 125 107 2" 55 46 39 140 285
65 2 134 98 96 97 125 107 2 1/2" 55 46 39 185 340
80 2 161 110 96 97 125 107 3" 55 46 39 205 395
100 2 190 138 122 127 200 132 4" 60 56 47 240 445

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM

66

BK ARMATUREN
Wir regeln das für Sie

BK - Armaturen · Buchenhofener Str. 21 · 42329 Wuppertal · Fon: 0202-7388313 · Fax: 0202-7388315
www.bk-armaturen.de  · info@bk-armaturen.de

BK ARMATUREN
Wir regeln das für Sie

2-way ball valve Type BKKH
with actuator

DN UB B C G K L N O R
16 15 38 40 1/2" 48 75 33 102 166
20 15 46,5 44 3/4" 48 80 33 102 166
25 17 58 52 1" 47 90 33 102 196
32 17 66,5 58 1 1/4" 47 110 33 102 196
40 20 76 68 1 1/2" 53 120 41 118 177
50 25 90 77 2" 53 140 41 118 239
65 30 134 98 2 1/2" 63 185 33 137 230
80 35 161 110 3" 65 205 65 155 247
100 45 190 138 4" 75 240 73 167 347

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way ball valve Type BKKH
with actuator UB*

DN UB 
MVEN

B C G K L N O R

16 15 38 40 1/2" 73 75 33 224 166
20 15 46,5 44 3/4" 73 80 33 224 166
25 17 58 52 1" 73 90 33 224 196
32 17 66,5 58 1 1/4" 73 110 33 224 196
40 20 76 68 1 1/2" 78 120 41 241 177
50 25 90 77 2" 78 140 41 241 239
65 30 134 98 2 1/2" 88 185 51 260 230
80 35 161 110 3" 90 205 65 298 247
100 45 190 138 4" 103 240 73 321 349

*Option: Magnetic valve with limit switch

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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2-way ball valve Type BKKH  
with e-drive

DN AE A B C E G L O
16 30 160 38 0 143 1/2" 75 127
20 30 160 46,5 44 143 3/4" 80 127
25 50 160 58 52 143 1" 90 127
32 50 160 66,5 58 143 1 1/4" 110 127
40 100 197 76 68 187 1 1/2" 120 158
50 100 197 90 77 187 2" 140 158
65 200 255 134 98 187 2 1/2" 185 196
80 200 255 161 110 187 3" 205 196
100 400 255 190 138 187 4" 240 196

 Flange connection, full bore nominal pressure PN 16 – 40
 Length according to BK factory standard
 Operation flange ISO 5211/ Namur

Range of application
Shut off and control of gaseous and 
liquid media for plant engineering, chemi-
cal- and pharmaceutical industry and 
water supply. Parts Factory Standard

Body 1.4401
Ball 1.4401
Sealing PTFE/ FKM
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“lf there is a way to do things better, 
find it” 

(Thomas Edison)

Under this motto our family run 
business with long-standing experience 
in the field of valve manufacturing was 

established in 1995.
ln close cooperation with our customers 

their special requirements will 
be realised.

The successful cooperation of the BK 
team results from a good mixure of ol-

der, experienced and young, innovative 
employees.

Customer satisfaction, quality and flexi-
bility – that’s what our name stands for.

So it will remain in future.
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Repair and maintenance of the fittings 
is carried out professionally by us. It 
is usually cheaper and more environ-
mentally friendly to repair a defective 
or non-functional fitting than to replace 
it with a new one.

The ZER-QMS certificate documents 
our quality.

 Collection of shut-off and control   
    valves

 Visual inspection of parts
 Disassembly of valves
 Cleaning, blasting
 Reworking on the sealing surfaces
 Replace the soft-sealing parts
 Overtaking pneumatic actuators
 New painting
 Tightness and functional testing
 Disposal of old parts

Repair and maintenance

A) Zerstörte Klappe

A) Defekte Klappe und Antrieb

B) nach der Reparatur

B) nach der Reparatur
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